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ALL A ADDED FOUR
CONDUCTORS CABLE 10/23/2018 GAC

482W101

NOTES, UNLESS OTHERWISE SPECIFIED:
1. "BEST EFFORT" CABLE

MAX. (WIDTH) B0.01

30 AWG BARE ULTRAFLEX COPPER, SEE TABULATION TABLE 

FLEXX-SIL�, SERIES 700X-70, CLEAR

.03 - .00
.01+ , MAX. HEIGHT

(.03), TYP.

(SPAN) �0.01

TABLE

Gauge Pitch No. of
Conductors

Dimension
(width) Span Height Part Number Voltage

Rating
 4 0.10 0.08 0.03 482W101-04  
 10 0.25 0.23 0.03 482W101-10  
 14 0.35 0.33 0.03 482W101-14  
 16 0.40 0.38 0.03 482W101-16  
 20 0.50 0.48 0.03 482W101-20  

30 AWG 26 0.65 0.63 0.03 482W101-26  
.025" 28 0.70 0.68 0.03 482W101-28 3kV

 30 0.75 0.73 0.03 482W101-30  
 34 0.85 0.83 0.03 482W101-34  
 40 1.00 0.98 0.03 482W101-40  
 44 1.10 1.08 0.03 482W101-44  
 50 1.25 1.23 0.03 482W101-50  
 60 1.50 1.48 0.03 482W101-60  
 64 1.60 1.58 0.03 482W101-64  

(.01), THICKNESS ALL AROUND

.01


