MATERIALS & SPECIFICATIONS [PART NG A22059-001 Jrev] Eco | DATE | apP
EPOXY FILLED | c J1oo726] 07-17-14  JTLm
INSULATOR: 050 TYP __|
LIQUID CRYSTAL POLYMER (LCP) PER ASTM (1.27) 025 TYP
D5138 [0.64)
050 TYP 1 @ozz
ORGANIZER BLOCK: [1.27) 4 [o 56]
LIQUID CRYSTAL POLYMER (LCP) PER ASTM _\,
D5138
e 1_1: 2x
CONTACT: (15.11) o ®.062
BERYLLIUM COPPER PER ASTM B194, { [1.57)

C17200, GOLD PLATED PER ASTM B488
(HARD GOLD) TYPE IICODE C CLASS 1.27

TERMINATION:
SOLDER COATED WITH SN63A PER J-STD-
006 OR AMS-P-81728

LATCH SPRING:
BERYLLIUM COPPER PER ASTM B194 NICKEL
PLATE PER SAE-AMS-2404

CURRENT CAPACITY:
3 AMP MAX PER MIL-DTL-83513

CONTACT RESISTANCE:
26 MILLIOHMS (65 mV) MAX @ 2.5 AMPS
PER MIL-DTL-83513

PERFORMANCE:
PRODUCT FAMILY TESTED TO AND PASSED
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